GALVANIZED WIRE
PANELS AND ROLLS

reti elettrosaldate dal 1961



GALVANIZED STEEL

SQUARE MESH PANELS

17 1T 1.R080 25 2,85 1225 2000 3,94

g . 1.2007 30 30 2,85 1215 2400 3,30
* 0883002 30 30 2,85 1500 2400 3,34
1 1 . 1.2018 40 40 3,80 1125 2220 4,40
- HH ¢ 1.2021 40 40 3,80 1200 2400 4,45
e 1.2008 50 50 2,85 1200 2400 2,00

1.2042 50 50 3,80 1000 2000 3,56

1.2012 50 50 3,80 1200 2400 3,56

1.R081 50 50 3,80 2000 2500 3,56

1.2015 50 50 4,80 1200 2400 5,92

Unit: mm. Tolerance: less than 0.003 per unit of measurement
(International System n.80/81 CEE)

For structural use, panels must be submitted to the tests fixed in regulation
UE 305/2011 by the customer.

In order to improving the quality and production processes, SIA-MPL reserves its right
to introduce at any time aesthetic and technical changes to the products
and information provided.
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GALVANIZED STEEL

RT® MESH PANELS

- o mlddle) =

1.2006 1215 2460

GALVANIZED STEEL

RECTANGULAR MESH PANELS

- Mesh (from middle to mlddle) Width Length | kg/mq

1.Z2014 1200 2400

Unit: mm. Tolerance: less than 0.003 per unit of measurement
(International System n.80/81 CEE)

For structural use, panels must be submitted to the tests fixed in regulation
UE 305/2011 by the customer.

In order to improving the quality and production processes, SIA-MPL reserves its right
to introduce at any time aesthetic and technical changes to the products
and information provided.
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GALVANIZED STEEL

TEC® MESH PANELS

- Mesh (from middle to middle) Width Length kg/mq

1.2005 1240 2415

TEC® MESH ROLLS

Art. Mesh (from middle to middle) | Wire @ Width H Wire Length | kg/mq
[ A [ 8 | c |

1.2094 15 15 105 2,85 52500 4,25
1.2092 15 15 105 2,85 1000 980 52500 4,24
1.Z090 15 15 105 2,85 1240 1220 52500 4,23

Panels length customization option starting from stock rolls.

Unit: mm. Tolerance: less than 0.003 per unit of measurement
(International System n.80/81 CEE)

For structural use, panels must be submitted to the tests fixed in regulation
UE 305/2011 by the customer.

In order to improving the quality and production processes, SIA-MPL reserves its right
to introduce at any time aesthetic and technical changes to the products
and information provided.
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