STAINLESS STEEL
PANELS AISI 316L
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STAINLESS STEEL AISI 316L EN 1.4404

SQUARE MESH PANELS

Art. Mesh (from middle to middle) Wire @ Width Length

1839010 20 20 2,50 1000 2000 3,80
1443002 20 20 2,85 1000 2000 4,94
1202121 25 25 2,85 1000 2000 3,93
1096002 25 25 2,85 1250 2500 3,95
1443001 30 30 2,85 1000 2000 3,26
1202123 30 30 2,85 1250 2500 3,24
1443012 30 30 2,85 1500 3000 3,34
1448031 40 40 2,85 1000 2000 2,43
1202120 40 40 2,85 1250 2500 2,44
1443008 40 40 4,00 1000 2000 4,79
1096005 40 40 4,00 1250 2500 4,81
1202122 50 50 2,20 1000 2000 1,20
1202078 50 50 2,85 1500 3000 2,00

1.1146 50 50 2,85 2000 2000 2,00
1289002 50 50 2,85 2000 2500 2,00
0763005 50 50 4,00 1000 2000 3,83
1096003 50 50 4,00 1250 2500 3,83
1202063 50 50 4,80 1000 2000 5,68

Unit: mm. Tolerance: less than 0.003 per unit of measurement
(International System n.80/81 CEE)

For structural use, panels must be submitted to the tests fixed in regulation
UE 305/2011 by the customer.

In order to improving the quality and production processes, SIA-MPL reserves its right
to introduce at any time aesthetic and technical changes to the products
and information provided.
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STAINLESS STEEL AISI 316L EN 1.4404

TEC® MESH PANELS

Art. Mesh (from middle to middle) Wire @ Width Length kg/mq
e e e
15 15 105

1.1158 2,85 1000 2040 4,16
1.I159 15 15 105 2,85 1240 2430 4,42

Unit: mm. Tolerance: less than 0.003 per unit of measurement
(International System n.80/81 CEE)

For structural use, panels must be submitted to the tests fixed in regulation
UE 305/2011 by the customer.

In order to improving the quality and production processes, SIA-MPL reserves its right
to introduce at any time aesthetic and technical changes to the products
and information provided.



